
8, 6304 Burbank Road SE Calgary, Alberta, T2H 2C2 
Office: (403) 541-9009 Fax: (403) 541-9217 

 

Smart-Bit Pro Plug System 
Exotic Hardwood Decking Installation Guide 

Required Tools 
 

The Pro Plug Tool  
Plug Hole Diameter = 8.5mm (Approx. 5/16”) 
Plug Hole Depth = 8.5mm (Approx. 5/16”) 
Drill Bit Diameter = 3.2mm (1/8”) 
Overall Hole Depth = 38mm (1-1/2”) 
Replacement bits are available if necessary.  
 

Pro Plug – Plug & Fastening Kit  
Kayu Canada carries a variety of kit sizes. Each kit 
contains an equal number of Plugs, and Fasteners. 
General Rule – approximately 100 square feet of 
decking will require approximately 350 fasteners 
and plugs.  
Each Kit Contains - #8 (8.5mm Diameter) Red Balau 
Batu Plugs, 2-1/2” Stainless Steel Fasteners, Pro 
Plug Glue Nozzle, and Driver Bit. 
 
A Power Drill 
 
A Power Sander  
with sandpaper. 60 grit usually works well with 
dense hardwoods, like Red Balau, and yellow Balau. 
For less dense hardwoods use 100-120 grit, like 
Meranti 
 
Compressed Air Source 
 
Wood Glue  
Kayu Canada carries the Titebond III Ultimate Wood 
Glue, which is a good waterproof exterior glue.  
The Titebond III comes in 8 fluid ounce bottle (237 
mL)  
The Pro Plug Glue Nozzle fits well with the Titebond 
III 
 
Mallet  
Plastic or wood will do 
 
Rag  
 

How to Use the System 

Note: before starting it is a good idea to practice using the Pro Plug 

Glue Nozzle in scrap wood. This will ensure that the Nozzle is fully 

loaded and you can feel how it works. 

1. Determine the location on the screws 

2. Pre-drill the holes using the Pro Plug Tool 

You will notice that the hole is complete when the 

stop collar stops spinning. 

3. Remove the sawdust with compressed air. 

4. Insert the Pro Plug Fasteners so they are flush with the 

countersink at the bottom of each hole.  

5. Attach the Pro Plug Glue Nozzle to the Wood Glue 

Bottle. 

Note: Please ensure that the holes are kept dry and 

clean before gluing and inserting the plugs. 

6. In a Horizontal Position place the nozzle in the hole 

and push the glue bottle down. This will open the 

Nozzle.  

7. Gently squeeze the bottle, and turn the bottle ¼ turn 

to ensure full coverage.  

8. Pull the Nozzle out of the hole, this will ensure the 

Nozzle is closed.  

Note: It is recommended to coat the inside walls of 

the hole while leaving as little glue in the bottom as 

possible.  

You can glue several holes at a time and then go back 

to insert the plugs, as long as you do so before the 

glue sets.  

9. Use a rag to wipe off any excess glue that might build 

up. 

10. Insert a Pro Plug Plug in each hole, with the 

chamfered end first. Making sure to line up the end 

grain.  

11. Using moderate force pound the plugs into the wood 

until flush. Any excess glue can be wiped away using 

the rag.  

12. Sand the work surface, usually after the glue has set.  

Note: To keep the Glue Nozzle clean run under warm water 

and if required clean the Nozzle with the end of a paper clip. 

 


